
Phone: 800-521-0546   E-mail: sales@pcs-company.com   Fax: 800-505-3299
www.pcs-company.com

K23

TE
M

PE
R

AT
U

R
E 

C
O

N
TR

O
L 

SY
ST

EM
S

TE
M

PE
R

AT
U

R
E 

C
O

N
TR

O
L 

SY
ST

EM
S

CATALOG
NO.

OEM 
STYLE

NUMBER OF
ZONES (Max.)

AMPS (Max.)
PER ZONE

DIMENSIONS IN INCH

X Y
PICE5 HBE10 Double Latch Style 5 15 3.86 1.260
PICE8 HBE16 Double Latch Style 8 15 3.86 1.260

PICE12 HBE24 Double Latch Style 12 15 3.86 1.260

CATALOG
NO.

OEM 
STYLE

NUMBER OF
ZONES (Max.)

NUMBER
OF PINS

DIMENSIONS IN INCH

X Y

MTCE5 HBE10 Double Latch Style 5 10 3.268 1.260
MTCE8 HBE16 Double Latch Style 8 16 4.055 1.260

  MTCE12 HBE24 Double Latch Style 12 24 5.118 1.260

OEM Mold Power Input Connectors

OEM Mold Thermocouple Connectors

X

Y

Mold Power and Thermocouple input connectors are mounted on the mold to accept 
the appropriate cable. Mold Power Connectors are supplied with six inches of number 
14 gauge wire leads and a ground wire.*

*Ground wire must be connected to mold to ensure operator safety. 

OEM Mold Power & Thermocouple Connector

PICE5 PICE8 PICE12

CATALOG
NO.

OEM 
STYLE

NUMBER OF
ZONES (Max.)

AMPS 
(Max.)

PER ZONE

NUMBER
OF PINS

DIMENSIONS IN INCH

X Y

PITC12 Mold Masters Style 12 power & 12 thermocouple 15 2 x 24 5.827 2.756

MTCE5 MTCE8 MTCE12

OEM Mold Connectors

CATALOG
NO.

OEM 
STYLE

NUMBER OF
ZONES (Max.)

AMPS (Max.)
PER ZONE

DIMENSIONS IN INCH
X Y

PICH5  Mold Masters Style 5 30 4.88 3.12

OEM High Performance Mold Power Input Connector


