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MIN-LUBE™ Grease

Item 
Number

Package 
Size

Package 
Type

Quantity 
per Pack

NML-2J-50 2 oz Jar 50
NML-2J-1 2 oz Jar 1
NML-16C-12 16 oz Cartridge 12
NML-16C-1 16 oz Cartridge 1
NML-16J-12 16 oz Jar 12
NML-16J-1 16 oz Jar 1
NML-35 5 gallon Pail 1

• Working Temperature range: -15 °F to 550 °F
• NSF Nonfood Compound Category Code: H1
• Does not contain metals, PTFE or silicone
• High load bearing properties
• Excellent corrosion protection
• Compatible with lithium type greases
• Extreme pressure and wear protection
• Highly resistant to water, steam, acid, and many chemicals
• Excellent thermal and oxidative stability
• 3 package types

PCS Company offers MIN-LUBE™ grease which is designed 
specifically for lubrication in severe environments as well as 
food and pharmaceutical related industries. It is a ISO100 
mineral oil base thickened with a proprietary calcium sulfonate 
complex and a carefully selected additive package focused on 
thermal, oxidative, and mechanical stability. It contains Mi-
cronox® to provide antimicrobial protection for this product 
which is groundbreaking technology that prevents degradation 
of the lubricant.




