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Adjustable Ejector Bars

Item  
Number

Description Minimum 
Length

Maximum 
Length 

Hex Bar 
Size

Mold End 
Thread

Machine 
End 

Thread
QS810 Ejector Bar 8" 10.5" 7/8" 1/2-13 1/2-13
QS1012 Ejector Bar 10" 12.5" 7/8" 1/2-13 1/2-13
QS1214 Ejector Bar 12" 14.5" 7/8" 1/2-13 1/2-13
QS1416 Ejector Bar 14" 16.5" 7/8" 1/2-13 1/2-13
QS1618 Ejector Bar 16" 18.5" 7/8" 1/2-13 1/2-13
QS2123 Ejector Bar 21" 23.5" 7/8" 1/2-13 1/2-13
QSA Adaptor N/A 2.25" 7/8" 5/8-11 1/2-13
QSA12 Adaptor N/A 2.0" 7/8" 1/2-13 1/2-13
QSA34 Adaptor N/A 2.25" 7/8" 3/4-10 1/2-13
QSA-M12 Adaptor N/A 2.0" 7/8" M12 1/2-13

• Made in USA
• Ejector bars are driiled & tapped both ends 1/2-13   
   thread
• 6 Adjustable Sizes to choose from: 8-10.5”, 10-12.5”,    
   12-14.50”, 14-16.50”, 16-18.50”, 21-23.50”  
• Adaptors in both inch and metric
• Heavy Duty 7/8” Hex Stock
• Easy to install
• Ensure even ejector bars

PCS Company’s Adjustable Ejector Bars are made 
from strong hex stock and available in 6 adjustable 
lengths. Choose between 4 adaptor sizes to tie the 
adjustable ejector bar with most common injection 
presses. 


