
Daido’s Hot Work Die Steel 

Features 

Applications and  proper hard ness 

Chemistr ies 

Heat treatment 

 

     

 

    

 

  

     

 

    

 

  

     

 

    

 

  

     

 

    

 

  

     

 

    

 

  

     

 

    

 

  

     

 

    

 

  

     

 

    

 

  

     

 

    

 

  

     

 

    

 

  

     

 

    

 

  

     

 

    

 

  

     

 

    

 

  

     

 

    

 

  

     

 

    

 

  

     

 

    

 

  

     

 

    

 

  

     

 

    

 

  

     

 

    

 

  

     

 

    

 

  

     

 

    

 

  

     

 

    

 

  

     

 

    

 

  

     

 

    

 

  

     

 

    

 

  

     

 

    

 

  

     

 

    

 

  

     

 

    

 

  

     

 

    

 

  

     

 

    

 

  

     

 

    

 

  

     

 

    

 

  

     

 

    

 

  

     

 

    

 

  

     

 

    

 

  

     

 

    

 

  

     

 

    

 

  

     

 

    

 

  

     

 

    

 

  

     

 

    

 

  

     

 

    

 

  

     

 

    

 

  

     

 

    

 

  

     

 

    

 

  

     

 

    

 

  

     

 

    

 

  

     

 

    

 

  

     

 

    

 

  

     

 

    

 

  

     

 

    

 

  

     

 

    

 

  

     

 

    

 

  

     

 

    

 

  

     

 

    

 

  

     

 

    

 

  

     

 

    

 

  

     

 

    

 

  

     

 

    

 

  

     

 

    

 

  

     

 

    

 

  

     

 

    

 

  

     

 

    

 

  

     

 

    

 

  

     

 

    

 

  

     

 

    

 

  

     

 

    

 

  

     

 

    

 

  

High hardenability and high tough
General use Hot Work Die Steel

Improved H13 applicable wide variety uses
High toughness even in large dies due higher
hardenability than that H13

Applications    Hardness HRC)
Al, Zn, Mg die casting molds  41~48HRC
Die casting parts
(Plunger sleeve, Chip, etc.)  45~50HRC
Hot extrusion dies    43~50HRC
Hot shear blades    35~45HRC
Hot forging dies     42~50HRC

Patent pending

Forging 
Temp. : C

1200-900 820  870
Slow cooling

1000  1050
Air cooling

550 ~ 650
Air cooling

229HB            53HRC

1-800-625-6653
www.imsteel.com

815 ~ 875
300

Austenite temp
: 1030 C

Annealing    Quenching   Tempering     Annealed      Quenched            Ac                    Ms
       & tempered

Treating temperature : C  Hardness      Transformation point : C   

NADCA Spec. #207-2011 Grade F
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Tempering hardness

Specimen 200H x  600W x300L(Center)
Vacuum quenched and tempered

Prope

Fr
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H13         DHA-WORLD 

    

      

 

    

      

 

    

      

 

    

      

 

    

      

 

    

      

 

    

      

 

    

      

 

    

      

 

    

      

 

    

      

 

    

      

 

    

      

 

    

      

 

    

      

 

    

      

 

    

      

 

    

      

 

    

      

 

    

      

 

    

      

 

    

      

 

    

      

 

erties

Hardness: 43HRC 
Number of run: 10,000
Al alloy: ADC12(700°C) 
Cycle time: 30sec 

135t Die casting test machine



Thermal conductivit y 

Sp

Speci c wei g ht 

Thermal ex pansion rate 

Machinabili ty 

  

  

  

   

 

  

  

  

   

 

  

  

  

   

 

  

  

  

   

 

  

  

  

   

 

  

  

  

   

 

  

  

  

   

 

  

  

  

   

 

  

  

  

   

 

  

  

  

   

 

  

  

  

   

 

  

  

  

   

 

  

  

  

   

 

  

  

  

   

 

  

  

  

   

 

  

  

  

   

 

  

  

  

   

 

  

  

  

   

 

  

  

  

   

 

  

  

  

   

 

  

  

  

   

 

  

  

  

   

 

  

  

  

   

 

  

  

  

   

 

  

  

  

   

 

  

  

  

   

 

  

  

  

   

 

  

  

  

   

 

  

  

  

   

 

  

  

  

   

 

  

  

  

   

 

  

  

  

   

 

  

  

  

   

 

  

  

  

   

 

  

  

  

   

 

  

  

  

   

 

  

  

  

   

 

  

  

  

   

 

  

  

  

   

 

  

  

  

   

 

  

  

  

   

 

  

  

  

   

 

  

  

  

   

 

  

  

  

   

 

  

  

  

   

 

  

  

  

   

 

  

  

  

   

 

  

  

  

   

 

  

  

  

   

 

  

  

  

   

 

  

  

  

   

 

  

  

  

   

 

  

  

  

   

 

  

  

  

   

 

  

  

  

   

 

  

  

  

   

 

  

  

  

   

 

  

  

  

   

 

  

  

  

   

 

  

  

  

   

 

  

  

  

   

 

  

  

  

   

 

  

  

  

   

 

  

  

  

   

 

  

  

  

   

 

  

  

  

   

 

  

  

  

   

 

International Mold Steel, Inc. shall not be held responsible for damage caused by misunderstanding or improper use of the technical
information contained in this brochure. The contents of this brochure may be subject to change without notice. Please inquire for the latest

information. No portion of this brochure may be reproduced without the express written permission of International Mold Steel, Inc.


